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The present invention is directed to a communication device
of a wireless communication network, the communication
device including a message generator configured to generate
a beacon message having a traffic indication map (TIM)
information element (IE), wherein the TIM IE includes a
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the at least one cluster. Methods of simultaneously address-
ing a plurality of communication terminals in the wireless
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1
ADDRESSING MULTIPLE
COMMUNICATION TERMINALS IN A
WIRELESS COMMUNICATION NETWORK

CROSS-REFERENCE TO RELATED
APPLICATIONS

This patent application is a U.S. National Phase applica-
tion under 35 U.S.C. §371 of International Application No.
PCT/SG2012/000428, filed Nov. 9, 2012, entitled
ADDRESSING MULTIPLE COMMUNICATION TERMI-
NALS IN A WIRELESS COMMUNICATION NET-
WORK, which claims the benefit of priority of Singapore
patent application No. 201108264-1, filed on Nov. 9, 2011,
the contents of which were incorporated by reference in their
entirety for all purposes.

TECHNICAL FIELD

Various embodiments generally relate to the field of
addressing multiple communication terminals in a wireless
communication network.

BACKGROUND

In the current IEEE 802.11 standard, an authenticated
device (STA) wishing to join an infrastructure network
needs to first send an Association Request to an access point
(AP).

The STA is considered to be associated with the AP when
an Association Response with a status code value of ‘suc-
cessful’ is acknowledged by the STA. The association pro-
cess 100 is illustrated in FIG. 1 for a STA 102 successfully
associated with an AP 104.

As seen in FIG. 1, the STA 102 sends an Association
Request 106 to the AP 104. In response, the AP 106 sends
an Association Response including an Association ID (AID)
108 to the STA 102. Upon receiving the Association
Response including the AID 108, the STA 102 sends an
acknowledgement frame (ACK) 110 to the AP 104. Thus,
each successfully-associated STA has an AID. At times, the
STA may also need to re-associate with the AP (e.g. after AP
power down). The procedure of re-association may be
similar to FIG. 1. In re-association, the AP may re-assign
another AID to the STA.

The IEEE 802.11 supports power-saving mode operation.
A STA may go to power saving (PS) mode and only listen
periodically to beacon messages to check whether there is
any data buffered for it in the AP. If there is data for a STA
while it is in PS mode, the AP buffers the data and informs
the STA. This is achieved via the traffic indication map
(TIM) information element (IE) in the beacon message. The
TIM element format includes a partial virtual bitmap (or
referred to as the traffic indication virtual bitmap).

The traffic indication virtual bitmap consists of a maxi-
mum of 2008 bits. Bit 1 to Bit 2007 in the traffic indication
virtual bitmap corresponds to STA with AID 1 to 2007,
respectively. When the bit is set to 1, it indicates that there
is data buffered in the AP for the corresponding STA. When
the bit is 0, it indicates that there is no data buffered in the
AP for the corresponding STA. AID 0 is used to indicate
broadcast/multicast, and is indicated in the Bit 0 of the
bitmap control field. The partial virtual bitmap does not
always need to start from AID 0. This is controlled by the
offset value in bitmap control field, which indicates the
starting AID of the partial virtual bitmap.
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In the IEEE 802.11AH meter-to-pole use case, up to 6000
STAs per AP need to be supported. However, as described
above, the current IEEE 802.11 standard is only able to
address up to 2007 STAs in power-saving (PS) mode. The
requirement to support about 6000 STAs mainly affects the
PS STAs as there is no impact on the active STAs, since they
are not addressed by AID and TIM.

To support, for example, 6000 STAs, additional informa-
tion may be tagged to each device, where multiple STAs
may share a single AID, and the STAs are differentiated by
the additional ‘Device Information’ element. However, for
each beacon, the group of STAs sharing a single AID is
addressed together by the corresponding TIM bit, and each
individual STA is not addressed separately.

The TIM definition may also be altered to support 6000
STAs. For example, rather than using all the 2007 bits as
traffic indication bitmap, two bits may be used to indicate
grouping. For each TIM, one group (as indicated by the two
grouping bits) is addressed. The STAs belonging to the
group is addressed by the remaining 2005 bits. This
approach however requires the current definition of TIM to
be changed, and allows addressing of only one group of
STAs.

Alternatively, the STAs may be grouped based on appli-
cation type or location. Each group may contain up to 2007
STAs and is assigned a unique BSSID (basic service set
identification), as described below in the beacon frame
format of Table 3. Different groups may be addressed by
using the BSSID for each corresponding group in the
beacon. The interpretation of the TIM remains the same.
However, in this approach, multiple BSSIDs may be needed
and each beacon may only address one particular group.
Furthermore, STAs have to check every beacon in order to
find its own BSSID group.

The STAs may also be assigned different beacon intervals
with different offsets. Multiple STAs may be allowed to
share one AID, but they are unable wake up at the same time.
At each beacon, a maximum of one STA from the sets of
STAs sharing one AID may wake up. However, in this
approach, the AP may have to keep the states of the
associated STAs in order to set the TIM correctly, the STAs
may lose control of its wake up interval, and additional
signaling may be needed during association to specify the
wake up interval and offset for each STA.

Thus, there is a need to provide mechanisms seeking to
address at least the problems above to efficiently address
multiple STAs.

SUMMARY OF THE INVENTION

In a first aspect, the present invention relates a commu-
nication device of a wireless communication network. The
communication device includes a message generator con-
figured to generate a beacon message having a traffic indi-
cation map (TIM) information element (IE), wherein the
TIM IE includes a partial virtual bitmap field including at
least one cluster, and a bitmap control field indicating the
number of clusters in the partial virtual bitmap field; a
determiner configured to determine for the at least one
cluster information indicating whether data is available in
the communication device to be transmitted to a plurality of
communication terminals of the wireless communication
network; an encoder configured to determine an encoding
mode for the information depending on the information and
to encode the information based on the encoding mode,
wherein the at least one cluster includes the encoded infor-
mation and indicates the encoding mode; and a transmitter
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configured to broadcast the beacon message to the plurality
of communication terminals corresponding to the at least
one cluster.

According to a second aspect, the present invention
relates to a communication terminal of a wireless commu-
nication network. The communication terminal includes a
receiver configured to receive from a communication device
of the wireless communication network a beacon message
having a traffic indication map (TIM) information element
(IE), wherein the TIM IE includes a partial virtual bitmap
field including at least one cluster, and a bitmap control field
indicating the number of clusters in the partial virtual bitmap
field, and wherein the at least one cluster includes an
encoded information and indicates an encoding mode; a
decoder configured to decode the encoded information based
on the encoding mode; a determiner configured to determine
based on the information whether the communication ter-
minal is to retrieve data from the communication device,
wherein the beacon message is for a group of communica-
tion terminals; and wherein the communication terminal is
part of the group.

In a third aspect, the present invention relates to a method
of simultaneously addressing a plurality of communication
terminals of a wireless communication network. The method
includes generating a beacon message having a traffic indi-
cation map (TIM) information element (IE), wherein the
TIM IE includes a partial virtual bitmap field including at
least one cluster, and a bitmap control field indicating the
number of clusters in the partial virtual bitmap field; deter-
mining for the at least one cluster information indicating
whether data is available in a communication device to be
transmitted to the plurality of communication terminals of
the wireless communication network; determining an encod-
ing mode for the information depending on the information
and encoding the information based on the encoding mode,
wherein the at least one cluster includes the encoded infor-
mation and indicates the encoding mode; and broadcasting
the beacon message to the plurality of communication
terminals corresponding to the at least one cluster.

In a fourth aspect, the present invention relates to a
method of simultaneously addressing a plurality of commu-
nication terminals of a wireless communication network.
The method includes receiving from a communication
device of the wireless communication network a beacon
message having a traffic indication map (TIM) information
element (IE), wherein the TIM IE includes a partial virtual
bitmap field including at least one cluster, and a bitmap
control field indicating the number of clusters in the partial
virtual bitmap field, and wherein the at least one cluster
includes an encoded information and indicates an encoding
mode; decoding the encoded information based on the
encoding mode; determining based on the information
whether the communication terminal is to retrieve data from
the communication device, wherein the beacon message is
for a group of communication terminals; and wherein the
communication terminal is part of the group.

In a fifth aspect, the present invention relates to a com-
munication device of a wireless communication network,
the communication device including a grouping determiner
configured to divide a plurality of communication terminals
of the wireless communication network into groups based on
geographical location; a determiner configured to determine,
for a first buffered data to be sent to a first communication
terminal of the plurality of communication terminals and for
a second buffered data to be sent to a second communication
terminal of the plurality of communication terminals, a first
group to which the first communication terminal belongs
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and a second group to which the second communication
terminal belongs; a message generator configured to gener-
ate a first message and a second message, wherein each of
the first message and the second message includes informa-
tion respectively indicating that the first buffered data and
the second buffered data are to be sent from the communi-
cation device; and a transmitter configured to transmit the
first message to, the communication terminals of the first
group and the second message to the communication termi-
nals of the second group at least partially at the same time.

In a sixth aspect, the present invention relates to a method
of simultaneously addressing a plurality of communication
terminals of a wireless communication network, the method
including dividing a plurality of communication terminals of
the wireless communication network into groups based on
geographical location; determining, for a first buffered data
to be sent to a first communication terminal of the plurality
of communication terminals and for a second buffered data
to be sent to a second communication terminal of the
plurality of communication terminals, a first group to which
the first communication terminal belongs and a second
group to which the second communication terminal belongs;
generating a first message and a second message, wherein
each of the first message and the second message includes
information respectively indicating that the first buffered
data and the second buffered data are to be sent from the
communication device; and transmitting the first message to
the communication terminals of the first group and the
second message to the communication terminals of the
second group at least partially at the same time.

BRIEF DESCRIPTION OF THE DRAWINGS

In the drawings, like reference characters generally refer
to the same parts throughout the different views. The draw-
ings are not necessarily to scale, emphasis instead generally
being placed upon illustrating the principles of the inven-
tion. The dimensions of the various features/elements may
be arbitrarily expanded or reduced for clarity. In the follow-
ing description, various embodiments of the invention are
described with reference to the following drawings, in
which:

FIG. 1 shows a schematic diagram of an association
process;

FIG. 2 shows a schematic diagram illustrating the events
in a CSMA/CA channel access method;

FIG. 3 shows a schematic diagram illustrating the events
in a back-off procedure;

FIG. 4 shows a schematic diagram illustrating the events
for coexistence of DCF and PCF;

FIG. 5 shows a schematic diagram of a communication
device, in accordance to various embodiments;

FIG. 6 shows a TIM IE frame format, in accordance to
various embodiments;

FIG. 7 shows an example of TIM encoding, in accordance
to various embodiments;

FIG. 8 shows another example of TIM encoding with
offset, in accordance to various embodiments;

FIG. 9 shows a schematic diagram of a communication
terminal, in accordance to various embodiments;

FIG. 10 shows a PS-Poll frame format, in accordance to
various embodiments;

FIGS. 11A and 11B respectively show a flow diagram of
a method of simultaneously addressing a plurality of com-
munication terminals of a wireless communication network,
in accordance to various embodiments;
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FIG. 12 shows a schematic diagram of another commu-
nication device, in accordance to various embodiments;

FIG. 13 shows a schematic diagram of another commu-
nication terminal, in accordance to various embodiments;

FIG. 14 shows a flow diagram of another method of
simultaneously addressing a plurality of communication
terminals of a wireless communication network, in accor-
dance to various embodiments;

FIG. 15 shows examples of multiple TIM definitions, in
accordance to various embodiments;

FIG. 16 shows a schematic diagram illustrating the opera-
tion of PS-Poll with GID-based addressing mechanism, in
accordance to various embodiments;

FIG. 17 shows a flow chart illustrating the PCF process
with respect to the operation of FIG. 18 below, in accordance
to various embodiments;

FIG. 18 shows a schematic diagram illustrating the opera-
tion of PCF with GID-based addressing mechanism, in
accordance to various embodiments;

FIG. 19 shows an exemplary frame format using three
TIM IEs for dynamic addressing, in accordance to various
embodiments;

FIG. 20 shows an exemplary frame format of encoding G
groups into a single TIM, in accordance to various embodi-
ments;

FIG. 21 shows an exemplary frame format of TIM encod-
ing with ambiguity, in accordance to various embodiments;

FIG. 22 shows an example of an addressing method based
on BI, in accordance to various embodiments;

FIG. 23 shows a flow chart illustrating the operation of
PCF with BI based addressing method, in accordance to
various embodiments;

FIG. 24 shows an example of adjusted GID calculation, in
accordance to various embodiments;

FIG. 25 shows a schematic diagram illustrating BI based
addressing method in PS-Poll, in accordance to various
embodiments;

FIG. 26 shows a schematic diagram illustrating BI based
addressing method in PCF, in accordance to various embodi-
ments;

FIG. 27 shows a schematic diagram illustrating spatial
division or sector based addressing/transmission method, in
accordance to various embodiments;

FIG. 28 shows an example of STA sector assignment by
an AP with sectorized receiving antenna (G=2) where ACKs
to unicast frame are omitted, in accordance to various
embodiments;
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FIG. 29 shows an example of STA sector assignment by
an AP with sectorized transmitting antenna (G=2) where
ACKs to unicast frame are omitted, in accordance to various
embodiments;

FIG. 30 shows a schematic diagram illustrating PS-Poll
process with multi-antenna based addressing method, in
accordance to various embodiments;

FIG. 31 shows an example of PS-Poll with sector specific
beacon where ACKs to unicast frame are omitted, in accor-
dance to various embodiments; and

FIG. 32 shows a schematic diagram illustrating PCF
operation with multi-antenna based addressing method, in
accordance to various embodiments.

DETAILED DESCRIPTION

The following detailed description refers to the accom-
panying drawings that show, by way of illustration, specific
details and embodiments in which the invention may be
practiced. These embodiments are described in sufficient
detail to enable those skilled in the art to practice the
invention. Other embodiments may be utilized and struc-
tural, and logical changes may be made without departing
from the scope of the invention. The various embodiments
are not necessarily mutually exclusive, as some embodi-
ments can be combined with one or more other embodi-
ments to form new embodiments.

In order that the invention may be readily understood and
put into practical effect, particular embodiments will now be
described by way of examples and not limitations, and with
reference to the figures.

Various embodiments may provide methods of addressing
multiple devices in a wireless communication system.

Various embodiments may provide methods of addressing
efficiently a number of arbitrary devices, methods of
addressing efficiently a number of arbitrary devices within a
group of devices, and methods of grouping and addressing
devices geographically and spatially in a wireless commu-
nication system, for example, a wireless local area network
communication (WLAN) standard.

In addressing an authenticated device (STA) in a wireless
communication system or network, various embodiments
may provide the STA to first send an Association Request to
an access point (AP). The frame format of the Association
Request is shown in Table 1.

TABLE 1

Order Information

Notes

Capability
Listen interval
SSID
Supported rates

[ R S

[N

Power Capability

Extended Supported Rates

7  Supported Channels

8 RSN

9 QoS Capability

Last Vendor Specific

The Extended Supported Rates element is present whenever there
are more than eight supported rates, and it is optional otherwise.
The Power Capability element shall be present if
dotl1SpectrumManagementRequired is true.

The Supported Channels element shall be present if
dotl1SpectrumManagementRequired is true.

The RSN information element is only present within Association
Request frames generated by STAs that have dotl1RSNAEnabled
set to TRUE.

The QoS Capability element is present when dot11QosOption-
Implemented is true.

One or more vendor-specific information elements may appear in
this frame. This information element follows all other information
elements.
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From Table 1, it is shown that the frame format of the
Association Request includes the following information in a
predefined order: capability, listen interval, Service Set
Identifier (SSID), supported rates, extended supported rates,
power capability, supported channels, Robust Security Net-
work (RSN), Quality of Service (QoS) capability, and ven-
dor specific.

Upon reception of the authenticated STA’s Association
Request, the AP replies an Association Response with a
status code to the STA. The format of the Association
Response is shown in Table 2.

TABLE 2
Order Information Notes
1 Capability
2 Status code
3 AID
4 Supported rates
5 Extended The Extended Supported Rates

Supported Rates element is present whenever there
are more than eight supported rates,
and it is optional otherwise.

6 EDCA Parameter Set
Last Vendor Specific One or more vendor-specific
information elements may appear in
this frame. This information element

follows all other information elements.

From Table 2, it is shown that the frame format of the
Association Response includes the following information in
a predefined order: capability, status code, Association ID
(AID), supported rates, extended supported rates, Enhanced
Distributed Channel Access (EDCA) parameter set, and
vendor specific.

If the status code value is ‘successful’, the AP also assigns
an AID to the STA and includes AID in the Association
Response.

Various embodiments may provide in the IEEE 802.11
channel access, two mechanisms: contention based mecha-
nism and contention-free channel access, also known as
distributed coordination function (DCF) and point coordi-
nation function (PCF), respectively. The DCF is basically a
carrier sense multiple access with collision avoidance
(CSMA/CA) mechanism, and it is the fundamental channel
access method upon which PCF is built. DCF is imple-
mented in all STAs, and it works as described below.

As shown in FIG. 2, a STA wishing to use the channel for
new data transmission first senses the channel for a certain
period of time called the Distributed Inter-Frame Spacing
(DIFS) 200. If the channel is free for greater than DIFS 200,
the STA may use the channel. If the channel is busy 202
during the DIFS 200, the STA enters back-off 204 by
selecting uniformly a random number from a Contention
Window (CW) 206. The STA maintains a back-off counter.
Every time the STA senses that the channel is free for DIFS
200, the STA decreases the back-off counter 208.

When the channel is busy, the STA (e.g., Station A 300,
Station B 302, Station C 304, Station D 306, Station E 308)
freezes the back-off counter 310, as shown in FIG. 3. When
the (respective) back-off counter reaches zero, the STA (e.g.,
Station A 300, Station B 302, Station C 304, Station D 306,
Station E 308) transmits the packet (e.g., Frame 312 for
Station A 300, Frame 314 for Station B 302, Frame 316 for
Station C 304, Frame 318 for Station D 306, Frame 320 for
Station E 308). If an ACK to the packet is received, the data
transmission is successful. After a successful transmission,
the STA sets the CW 206 to its minimum (CWmin). If the
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STA does not receive the ACK, transmission failure has
occurred, and the STA doubles its CW size and enters a new
back-off. The CW size stays unchanged once its maximum
(CWmax) is reached.

Various embodiments may provide the PCF being imple-
mented optionally by the IEEE 802.11 MAC in infrastruc-
ture mode. Once AP wins the channel, it may start the PCF
process, where it polls eligible STAs for uplink data and
transmits downlink data. DCF 400 and PCF 402 may
alternate with each other and coexist, as shown in FIG. 4.

Various embodiments may provide a communication
device (e.g., an access point) to send a message (e.g., a
beacon message) to communication terminals (e.g., mobile
stations or STAs) of a wireless communication network in
order to establish an association with the communication
terminals. The message may be encoded to represent differ-
ent mechanisms for the association process. Each of these
mechanisms may be more efficient or more effective for
different (or specific) scenarios in the wireless communica-
tion network.

In various embodiments, the communication device may
associate with multiple communication terminals, which are
divided into groups. The communication device may
address these communication terminals separately with the
aid of information about the group in which they belong.

In a first aspect, a communication device of a wireless
communication network is provided as shown in FIG. 5. In
FIG. 5, the communication device 500 includes a message
generator 502 configured to generate a beacon message 504
having a traffic indication map (TIM) information element
(IE), wherein the TIM IE includes a partial virtual bitmap
field including at least one cluster, and a bitmap control field
indicating the number of clusters in the partial virtual bitmap
field; a determiner 506 configured to determine for the at
least one cluster information indicating whether data is
available in the communication device 500 to be transmitted
to a plurality of communication terminals 508 of the wire-
less communication network 510; an encoder 512 config-
ured to determine an encoding mode for the information
depending on the information and to encode the information
based on the encoding mode, wherein the at least one cluster
includes the encoded information and indicates the encoding
mode; and a transmitter 514 configured to broadcast the
beacon message 504 to the plurality of communication
terminals 508 corresponding to the at least one cluster.

As used herein, the term “communication device” may to
a node of a network, which communicates directly with a
communication terminal. A communication device 500 may
be, for example but not limited to, a base station, or a
substation, or an access point, or a modem, a cable, or a port.

In one embodiment, the communication device 500 may
include an access point (AP).

In the context of various embodiments, the term “com-
munication terminal” may refer to a machine that assists
data transmission, that is sending and/or receiving data
information. Accordingly, the communication terminal may
also be generally referred to as a node. For example, a
communication terminal may be but is not limited to, a
station (STA), or a substation, or a mobile station (MS), or
a port, or a mobile phone, or a computer, or a laptop.

In one embodiment, the communication terminal 508 may
include a mobile device or a station.

As used herein, the term “determine” may refer to “evalu-
ate”, “compute”, “obtain”, or “check”.

In the context of various embodiments, the term “clus-
ters” may refer to groups, or collections. The term “corre-
spond to” may refer to “associate with”, or “form”.

In various embodiments, the term “wireless communica-
tion network” may be a communication network according
to a IEEE 802.11 communication standard. For example, the
wireless communication network 510 may be a WiFi net-
work.
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In various embodiments, the partial virtual bitmap may be
a partial virtual bitmap indicating communication terminals
having buffered data. The bitmap control field may have a
predefined length

10

The beacon message 504 may be, for example, in an
infrastructure basic service set (BSS), periodically being
generated by the AP. The IEEE 802.11 beacon frame format
is shown in Table 3.

TABLE 3

Order Information

Notes

Timestamp

Beacon interval
Capability

Service Set
Identifier (SSID)
Supported rates
Frequency-Hopping
(FH) Parameter Set
7 DS Parameter Set

Bow o~

[NV

8 CF Parameter Set
9 IBSS Parameter Set
Traffic indication
map (TIM)

11 Country

FH Parameters
FH Pattern Table
Power Constraint
Channel Switch
Announcement
Quiet

IBSS DFS

TPC Report

ERP Information

20 Extended Supported
Rates

21 RSN

22 BSS Load

23 EDCA Parameter

Set

24 QoS Capability

Last Vendor Specific

The FH Parameter Set information element is present within
Beacon frames generated by STAs using FH PHYs.

The DS Parameter Set information element is present within
Beacon frames generated by STAs using Clause 15, Clause 18,
and Clause 19 PHYs.

The CF Parameter Set information element is present only within
Beacon frames generated by APs supporting a PCF.

The IBSS Parameter Set information element is present only
within Beacon frames generated by STAs in an IBSS.

The TIM information element is present only within Beacon
frames generated by APs.

The Country information element shall be present when
dot11MultiDomainCapabilityEnabled is true or
dot11SpectrumManagementRequired is true.

FH Parameters as specified in 7.3.2.10 may be included if
dot11MultiDomainCapabilityEnabled is true.

FH Pattern Table information as specified in 7.3.2.11 may be
included if dotl1MultiDomainCapabilityEnabled is true.

Power Constraint element shall be present if
dot11SpectrumManagementRequired is true.

Channel Switch Announcement element may be present if
dot11SpectrumManagementRequired is true..

Quiet element may be present if
dot11SpectrumManagementRequired is true.

IBSS DFS element shall be present if
dot11SpectrumManagementRequired is true in an IBSS.

TPC Report element shall be present if
dot11SpectrumManagementRequired is true.

The ERP Information element is present within Beacon frames
generated by STAs using extended rate PHYs (ERPs) defined in
Clause 19 and is optionally present in other cases.

The Extended Supported Rates element is present whenever there
are more than eight supported rates, and it is optional otherwise.
The RSN information element shall be present within Beacon
frames generated by STAs that have dot11RSNAEnabled set to
TRUE.

The BSS Load element is present when dot11QosOption-
Implemented and dot11QBSSLoadImplemented are both true.
The EDCA Parameter Set element is present when
dot11QosOptionlmplemented is true and the QoS Capability
element is not present.

The QoS Capability element is present when dotl1QosOption-
Implemented is true and EDCA Parameter Set element is not
present.

One or more vendor-specific information elements may appear in
this frame. This information element follows all other information
elements.

The TIM IE is indicated in order 10 of Table 3.

In various embodiments, the information may indicate for
each communication terminal of the plurality of communi-
cation terminals 508, whether data is available in the com-
munication device 500 to be transmitted to the communi-
cation terminal 508.

The encoding mode may have a bit length of at least one
bit. The number of way in which the information may be
encoded depends on the number of bits of the encoding
mode. For example, the enocoding mode may have a bit
length of 1 bit, 2 bits, 3 bits or n bits. With the 1-bit encoding
mode, the information may be encoded in two different
ways. With the 2-bit encoding mode, the information may be
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encoded in four different ways, and so on. Thus, with the
n-bit encoding mode, the information may be encoded in 2”
different ways.

In various embodiments, the encoder 512 may be config-
ured to determine the encoding mode based on the number
of bits in the information that is set, or a distribution of the
bits in the information that is set, or the number of commu-
nication terminals that the communication device intends to
address, or the complexity level of decoding the encoding
mode, or any combination thereof. For example, the encoder
512 may be configured to determine the encoding mode
based on the number of bits in the information that is set
and/or the distribution of the bits in the information that is
set.
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The encoded information may include a plurality of
association identities (AIDs), by each of which a commu-
nication terminal of the plurality of communication termi-
nals 508 is identified.

In various embodiments, the communication device may
further include a grouping determiner configured to divide
the plurality of communication terminals 508 of the wireless
communication network 510 into groups.

The term “groups” may interchangably be referred to as
“sets”. It should be appreciated that the “groups” may also
refer to “subgroups” when “clusters” are referred to as
“groups”.

The term “divide” may be “determine”,
“group”, “assign”, or “allocate”.

In various embodiments, the transmitter 514, when broad-
casting the beacon message 504 to the plurality of commu-
nication terminals 508 corresponding to the at least one
cluster may be configured to broadcast the beacon message
504 to the communication terminals 508 of at least one of
the groups.

In various embodiments, the encoded information may
include a first bitmap. For example, the first bitmap may be
a traffic indication map (TIM). The TIM may be included in
or may be part of the TIM information element (at order 10
of Table 3). The TIM element format is shown in FIG. 6. The
TIM element format 600 includes 1-octet element ID 602,
1-octet length 604, 1-octet delivery traffic indication mes-
sage (DTIM) count 606, 1-octet DTIM period 608, 1-octet
bitmap control 610, and 1-octet to 251-octet partial virtual
bitmap 612. The TIM is controlled by the AP.

In one embodiment, the encoded information may further
include a first control field for the first bitmap. For example,
the first control field may refer to the bitmap control 610 of
FIG. 6.

An example of encoding a TIM virtual bitmap 700 is
shown in FIG. 7, where STAs with AID 2, 7, 22, and 24 have
data buffered in the AP as the bits in AID 2, 7, 22, and 24
are set (to “1”). For example, AID 1 to AID 23 indicate
partial virtual bitmap 702. BO to B7 indicate bitmap control
704. BO of the bitmap control field (AID 0) is also set to
indicate group-addressed data packet. Bits B1 to B7 in the
bitmap control field determine the bitmap offset 706.

The first control field may further include an offset value
for the bitmap.

Another example of a virtual bitmap 800 with offset is
shown in FIG. 8, where the bitmap offset 806 of the bitmap
control 804 has an offset value of 1, corresponding to AID
offset of 16 of the partial virtual bitmap 802.

In some embodiments, the encoded information may
further include information about the group corresponding
to a group identity (GID).

For example, the encoded information may include a first
part indicative of a number of groups (G) of communication
terminals of the wireless communication network 510; and
a second part including G segments, each segment including
a second bitmap and a second control field for the second
bitmap; and being associated to a group identity (GID),
wherein the information about the group corresponds to the
first part and the second control field of the second part; and
wherein the first bitmap corresponds to the second bitmap of
the second part.

For the segment of the second part, the second control
field may include an offset value for the second bitmap.

In some embodiments, the segment of the second part
may further include a length field indicative of the number
of bits of the segment.

3 t2d
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In one embodiment, the GID may be determined based on
a mathematical formulation of an association identity (AID)
of' a communication terminal of a group from the groups of
communication terminals 508 and the number of commu-
nication terminals (N) in the group, as given by

Modulus(AID of the communication terminal/N).

In a different embodiment, an address of a bit in the first
bitmap may be determined based on a mathematical formu-
lation of an association identity (AID) of a communication
terminal of a group from the groups of communication
terminals 508 and the number of communication terminals
(N) in the group, as given by

Remainder(AID of the communication terminal/N).

As used herein, the “address of a bit in the first bitmap”
may be interchangably referred to as the bit position in the
first bitmap or the relative index of the bit in the first bitmap.

In these embodiments, the second bitmap may be coded
by representing the AID directly in binary bits with a
predefined length.

In another embodiment, the GID may be determined
based on a mathematical function of a Time Synchronization
Function (TSF) of a communication terminal of a group
from the groups of communication terminals 508, a beacon
interval (BI) of the beacon message, and the number of
groups (G) of communication terminals, as given by

Remainder(Modulus(TSE,BL)/G).

In various embodiments, the second bitmap may be
inversely coded depending on the second control field.

The first bitmap may be inversely coded depending on the
first control field.

As used herein, the term “inversely coded” refers to
setting each bit of the at least part of the TIM that is initially
“0” to “1” and resetting each bit of the at least part of the
TIM that is initially “1” to “0”. For example, “01010110” is
inversely coded to give “10101001”.

The first control field or the second control field may
further include a sign bit configured to set to a first state
indicating that the first bitmap or the second bitmap is coded
(i.e., not inversely coded) or to a second state indicating that
the first bitmap or the second bitmap is inversely coded, the
first state being different from the second state.

In one example, when the sign bit is “1”, the first bitmap
or the second bitmap shows bits which has been inversely
coded (i.e., inverse coding being performed). When the sign
bit is “0”, no inverse coding is performed on the first bitmap
or the second bitmap.

In various embodiments, the information about the group
may include a part indicative of a number of groups (G) of
communication devices of the wireless communication net-
work 510; and a group indicator map (GIM) field with G
bits, each of the G bits corresponding to a group of com-
munication terminals from the groups of communication
terminals; and wherein the first bitmap is arranged to be
decoded by the group of communication terminals depend-
ing on a state of the corresponding bit in the GIM field.

The GIM field may include a third bitmap associating
each of the groups of communication terminals to a group
identity (GID). For example, an n” bit position of the third
bitmap may indicate whether there is any communication
terminal in the n” group having buffered data.

In a second aspect, a communication terminal of a wire-
less communication network is provided as shown in FIG. 9.
In FIG. 9, the communication terminal 900 includes a
receiver 902 configured to receive from a communication
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device 906 of the wireless communication network 908 a
beacon message 904 having a traffic indication map (TIM)
information element (IE), wherein the TIM IE includes a
partial virtual bitmap field including at least one cluster, and
a bitmap control field indicating the number of clusters in the
partial virtual bitmap field, and wherein the at least one
cluster includes an encoded information and indicates an
encoding mode; a decoder 910 configured to decode the
encoded information based on the encoding mode; a deter-
miner 912 configured to determine based on the information
whether the communication terminal 900 is to retrieve data
from the communication device 906, wherein the beacon
message 904 is for a group of communication terminals 914;
and wherein the communication terminal 900 is part of the
group 914.

The terms “communication terminal”’, “communication
device”, “beacon message”, “wireless communication net-
work”, “determine”, “group”, “information”, “encoded
information”, “encoding mode” may be as defined above.

For example, the communication terminal 900, the com-
munication device 906, and the beacon message 904 may be
the communication terminal 508, the communication device
500, and the beacon message 504 of FIG. 5.

In various embodiments, the communication terminal 900
may be identified by an association identity (AID) of the
wireless communication network 908.

In various embodiments, the communication terminal 900
may have a group identity (GID) for use in identifying the
group of communication terminals 914 of the wireless
communication network 908 to which the communication
terminal 900 belongs.

The terms “AID” and “GID” may be defined as above.

In one embodiment, the decoded information may include
a plurality of association identities (AIDs), by each of which
a communication terminal (for example, the communication
terminal 900) is identified in the wireless communication
network 908; and the determiner 912 may be configured to
determine that the communication terminal 900 is to retrieve
a buffered data from the communication device (or be in an
active mode) if the AID of the communication terminal 900
matches one of the plurality of AIDs of the decoded infor-
mation; or to determine that the communication terminal
900 is to be in a power saving mode if the AID of the
communication terminal 900 fails to match any of the
plurality of AIDs of the decoded information.

In a different embodiment, the decoded information may
include a first bitmap; and information about the group
corresponding to a group identity (GID); and the determiner
912 may be configured to determine that the communication
terminal 900 is to retrieve a buffered data from the commu-
nication device (or be in an active mode) if the GID and the
AID of the communication terminal 900 respectively match
the information about the group and an address of the first
bitmap; or to determine that the communication terminal
900 is to be in a power saving mode if at least one of the GID
and the AID of the communication terminal 900 fails to
match the information about the group and any address of
the first bitmap respectively.

As used herein, the term “match” may interchangably be
referred to as “correspond to”, “equal to”, or “to be the same
as”.

The term “first bitmap” may be defined as above.

In the context of various embodiments, the term “address™
of'the first bitmap (e.g., TIM) similarly refers to the “address
of a bit in the first bitmap™ as defined above. For example,
the address of the TIM may be any one of AID 1 to AID 31
as described in FIG. 7.
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In another embodiment, the decoded information may
include a first part indicative of a number of groups (G) of
communication terminals of the wireless communication
network 908; and a second part including G segments, each
segment including a second bitmap and a second control
field for the second bitmap; and being associated to a group
identity (GID), wherein the information about the group 914
corresponds to the first part and the second control field of
the second part; and wherein the first bitmap corresponds to
the second bitmap of the second part; and the determiner 912
may be configured to determine that the communication
terminal 900 is to retrieve the buffered data from the
communication device (or be in the active mode) if the GID
and the AID of the communication terminal 900 respectively
match the GID and a bitmap address of the segment; or to
determine that the communication terminal 900 is to be in
the power saving mode if at least one of the GID and the AID
of the communication terminal 900 fails to match the GID
and any bitmap address of the segment respectively.

The terms “second bitmap”, “segment”, and “control
field” may be defined as above.

In yet another embodiment, the information about the
group 914 may include a part indicative of a number of
groups (G) of communication terminals of the wireless
communication network 908; and a group indicator map
(GIM) field with G bits, each of the G bits corresponding to
a group of communication terminals 914 from the groups of
communication terminals; wherein the first bitmap is
arranged to be decoded by the group of communication
terminals 914 depending on a state of the corresponding bit
in the GIM field, the GIM field including a third bitmap
associating each of the groups of communication terminals
to a group identity (GID); and the determiner 912 may be
configured to determine that the communication terminal
900 is to retrieve the buffered data from the communication
device (or be in the active mode) if the GID and the AID of
the communication terminal 900 respectively match the GID
and an address of the first bitmap; or to determine that the
communication terminal 900 is to be in the power saving
mode if at least one of the GID and the AID of the
communication terminal 900 fails to match the GID and any
address of the first bitmap respectively.

The term “GIM” is defined as above.

In various embodiments, the communication terminal 900
may further include a transmitter configured to send a power
saving poll message to the communication device 906 when
the communication terminal 900 is determined to retrieve
the buffered data from the communication device (or be in
the active mode) and the communication terminal 900 may
be further configured to receive the buffered data from the
communication device 906.

In some examples, the receiver 902 and the transmitter of
the communication terminal 900 may be combined into a
single package, referred to as a transceiver. In general, a
transceiver includes both transmitting and receiving capa-
bilities and functions.

For example, from the beacon message received, a STA is
able to determine whether the AP has buffered data for it. If
the corresponding TIM bit is set, the STA may send a
power-saving poll (PS-Poll) message to the AP. The format
of the PS-Poll is shown in FIG. 10.

In FIG. 10, the PS-Poll frame format 1000 includes a
2-octet frame control 1002, a 2-octet AID 1004, a 6-octet
BSSID (receiver address, RA) 1006, a 6-octet transmitter
address (TA) 1008, and a 4-octet frame check sequence
(FCS) 1010. The frame control 1002, the AID 1004, the
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BSSID (RA) 1006, and the (TA) 1008 makes up the media
access control (MAC) header 1012.
The format of the AID field in the PS-Poll is shown in
Table 4.

TABLE 4

16

virtual bitmap field including at least one cluster, and a
bitmap control field indicating the number of clusters in the
partial virtual bitmap field, and the at least one cluster may
include an encoded information and indicate an encoding

Bits 0-13 Bit 14  Bit 15 Usage

0-32 767 0

Duration value (in microseconds) within all frames other than

PS-Poll frames transmitted during the CP, and under HCF for

frames transmitted during the CFP

frames transmitted during the CFP
Reserved

Reserved

AID in PS-Poll frames

Reserved

1-16 383 0
0 1
1-2007 1
2008-16 383 1

R

Fixed value under point coordination function (PCF) within

For most frames, this field has shared definition of AID or
Duration. The exact definition is indicated by Bit 14 and Bit
15. When both bits are set, the definition of AID is used. It
should be noted that only AID values from 1 to 2007 are
supported whereas values beyond 2007 are reserved. This is
due to the limited length of the TIM IE, which supports a
maximum of 2007 unicast AIDs.

Upon reception of the PS-Poll, the AP may transmit the
buffered data to the STA immediately. Alternatively, the AP
may choose to transmit the buffered data at a later time. In
one example, the AP sends an ACK to the STA and the STA
has to listen for the data packet.

In a third aspect, a method of simultaneously addressing
a plurality of communication terminals of a wireless com-
munication network 1100 may be provided as shown in FIG.
11A. At 1102, a beacon message having a traffic indication
map (TIM) information element (IE) is generated. The TIM
IE may include a partial virtual bitmap field including at
least one cluster, and a bitmap control field indicating the
number of clusters in the partial virtual bitmap field. At
1104, for the at least one cluster, information indicating
whether data is available in a communication device to be
transmitted to the plurality of communication terminals of
the wireless communication network is determined. At 1106,
an encoding mode for the information is determined depend-
ing on the information and the information is encoded based
on the encoding mode. The at least one cluster may include
the encoded information and indicates the encoding mode.
At 1108, the beacon message is broadcasted to the plurality
of communication terminals corresponding to the at least
one cluster.

As used herein, the term “simultaneously addressing”
refers to addressing a number of communication terminals at
the same time or at least partially at the same time.

The terms “communication terminal”, “wireless commu-
nication network”, “information”, “encoding mode”, and
“beacon message” are as defined above. For example, the
communication terminal at 1102 may be the communication
terminal 508, 900; the communication device at 1102 may
be the communication device 500, 906; the beacon message
at 1106 may be the beacon message 505, 904 of FIG. 5 and
FIG. 9, respectively.

In a fourth aspect, another method of simultaneously
addressing a plurality of communication terminals of a
wireless communication network 1110 may be provided as
shown in FIG. 11B. At 1112, a beacon message having a
traffic indication map (TIM) information element (IE) is
received from a communication device of the wireless
communication network. The TIM IE may include a partial
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mode. At 1114, the encoded information is decoded based on
the encoding mode. At 1116, based on the information, it is
determined whether the communication terminal is to
retrieve data from the communication device. The beacon
message is for a group of communication terminals; and the
communication terminal is part of the group.

The terms “communication terminal”, “communication
device”, “wireless communication network”, “information”,
“encoding mode”, “beacon message”, and “group” are as
defined above. For example, the communication terminal at
1112 may be the communication terminal 508, 900; the
communication device at 1112 may be the communication
device 500, 906; the message at 1116 may be the beacon
message 504, 904 of FIG. 5 and FIG. 9, respectively.

In a fifth aspect, a communication device of a wireless
communication network may be provided as shown in FIG.
12. In FIG. 12, the communication device 1200 includes a
grouping determiner 1202 configured to divide a plurality of
communication terminals of the wireless communication
network 1204 into groups based on geographical location; a
determiner 1206 configured to determine, for a first buffered
data to be sent to a first communication terminal 1208 of the
plurality of communication terminals and for a second
buffered data to be sent to a second communication terminal
1210 of the plurality of communication terminals, a first
group 1212 to which the first communication terminal 1208
belongs and a second group 1214 to which the second
communication terminal 1210 belongs; a message generator
1216 configured to generate a first message 1218 and a
second message 1220, wherein each of the first message
1218 and the second message 1220 includes information
respectively indicating that the first buffered data and the
second buffered data are to be sent from the communication
device 1200; and a transmitter 1222 configured to transmit
the first message 1218 to the communication terminals 1208
of the first group 1212 and the second message 1220 to the
communication terminals 1210 of the second group 1214 at
least partially at the same time.

The terms “communication device”, “communication ter-
minal”, “wireless communication network”, “divide”,
“determine”, and “generate” may be as defined above.

In the context of various embodiments, the term “mes-
sage” generally refers to a short information sent from one
entity to at least another one entity. A message may be a
packet.

In various embodiments, the first message 1218 may be
configured to be transmitted using a first transmission signal
and the second message 1220 may be configured to be
transmitted using a second transmission signal.
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In other embodiments, the first message 1218 and the
second message 1220 may be configured to be transmitted
using a third transmission signal.

The first message 1218 and the second message 1220 may
be the same. Each of the first message 1218 and the second
message 1220 may be a beacon message.

Each of the first message 1218 and the second message
1220 may include a traffic indication map (TIM) or may
further include information about the first group 1212 and
the second group 1214 respectively, each corresponding to
a group identity (GID).

The information may include an association identification
(AID).

In various embodiments, the transmitter 1222 may be
further configured to transmit the first buffered data to the
first communication terminal 1208 and the second buffered
data to the second terminal 1210. In one embodiment, the
first buffered data and the second buffered data may be the
same.

In various embodiments, each of the groups (for example,
the first group 1212 or the second group 1214) corresponds
to a sector within which the communication terminals of the
corresponding group 1212, 1214 are located.

In the context of various embodiments, the term “sector”
refers to a geographical area or a part thereof. It should be
appreciated that a geographical area may contain a number
of sectors. Each of these sectors may have different bound-
aries and sizes. For some examples, the sectors may also
have different boundary shapes.

In various embodiments, the transmitter 1222, when
transmitting the first message 1218 to the communication
terminals of the first group 1212, and the second message
1220 to the communication terminals of the second group
1214, may be configured to send the first message 1218 into
the corresponding sector within which the communication
terminals of the first group 1212 are located, and to send the
second message 1220 into the corresponding sector within
which the communication terminals of the second group
1214 are located, respectively.

In various embodiments, the communication device 1200
may further include a receiver configured to receive a first
signal and a second signal from the first communication
terminal 1208 and the second communication terminal 1210,
respectively.

The term “receiver” may be as defined above. In some
examples, the receiver and the transmitter 1222 of the
communication device 1200 may be combined into a single
package, referred to as a transceiver, as described above.

The determiner 1206 may be further configured to deter-
mine from which sectors the first signal and the second
signal are received; thereby determining the groups 1212,
1214 to which the first communication terminal 1208 and
the second communication terminal 1210 respectively send-
ing the first signal and the second signal belong.

The determiner 1206, when determining from which
sectors the first signal and the second signal are received,
may be configured to measure each of the first signal and the
second signal.

As used herein, the term “measure” may refer to deter-
mining the signal’s strength.

Each of the first signal and the second signal may include
a control signal, a management signal, or a data signal. In
some embodiments, each of the first signal and the second
signal may include an association request or a feedback
signal. For example, a feedback signal may include a
message indicating to which sector a communication termi-
nal belongs.
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In some embodiments, the first message 1218 may
include a first scheduling information indicating when the
first communication terminal 1208 in the first group 1212
can transmit to the communication device 1200 the first
signal for transmitting the first buffered data; and the second
message 1220 may include a second scheduling information
indicating when the second communication terminal 1210 in
the second group 1214 can transmit to the communication
device 1200 the second signal for transmitting the second
buffered data.

As used herein, the term “scheduling information” refers
to information about packet scheduling.

In various embodiments, the communication device 1200
may further include an antenna configured to direct the first
message 1218 or the second message 1220 to at least one
sector; and to receive at least one signal from the at least one
sector.

In some embodiments, the antenna may include an omni-
directional antenna or a sector antenna.

The term “signal” may be defined as above.

In an example, a communication terminal of a wireless
communication network may be provided as shown in FIG.
13. In FIG. 13, the communication terminal 1300 may
include a receiver 1302 configured to receive a message
1304 from a communication device 1306 of the wireless
communication network 1308; and a determiner 1310 con-
figured to determine based on the message 1304 whether the
communication terminal 1300 is to retrieve data from the
communication device 1306, wherein the message 1304 is
addressed to a group of communication terminals 1312;
wherein the communication terminal 1300 is part of the
group 1312; and wherein the group 1312 is formed based on
geographical locations of the communication terminals.

The terms “communication terminal”, “communication
device”, “wireless communication network”, “message”,
“determine”, “‘group” may be as defined above.

For example, the communication terminal 1300, the com-
munication device 1306, and the message 1304 may be the
first or second communication terminal 1208, 1210, the
communication device 1200, and the first or second message
1218, 1220 of FIG. 12.

In this example, the message 1304 may include the data
to be received from the communication device 1306. The
message 1304 may also include a traffic indication map
(TIM) and information about the group 1312.

The communication terminal 1300 may be identified by
an association identity (AID) in the wireless communication
network 1306. The communication terminal 1300 may have
a group identity (GID) for use in identifying the group of
communication terminals 1312 to which the communication
terminal 1300 belongs.

The determiner 1310 may be configured to determine that
the communication terminal 1300 is to retrieve a buffered
data from the communication device (or be in an active
mode) if the GID and the AID of the communication
terminal 1300 respectively match the information about the
group 1312 and an address of the TIM; or to determine that
the communication terminal 1300 is to be in a power saving
mode if at least one of the GID and the AID of the
communication terminal 1300 fails to match the information
about the group 1312 and any address of the TIM respec-
tively.

The communication terminal 1300 may further include a
transmitter configured to send a power saving poll message
to the communication device 1306 when the communication
terminal 1300 is determined to retrieve the buffered data
from the communication device (or be in the active mode)
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and the communication terminal 1300 is further configured
to receive the buffered data from the communication device
1306. The transmitter may also be configured to send a
feedback signal to the communication device 1306 to indi-
cate to which sector the communication terminal belongs
based on the GID in the received message.

The receiver 1302 and the transmitter of the communi-
cation terminal 1300 may be combined into a single pack-
age, referred to as a transceiver, as described above.

In a sixth aspect, a method of simultaneously addressing
a plurality of communication terminals of a wireless com-
munication network 1400 may be provided as shown in FIG.
14. At 1402, a plurality of communication terminals of the
wireless communication network is divided into groups
based on geographical location. At 1404, for a first buffered
data to be sent to a first communication terminal of the
plurality of communication terminals and for a second
buffered data to be sent to a second communication terminal
of the plurality of communication terminals, a first group to
which the first communication terminal belongs and a sec-
ond group to which the second communication terminal
belongs are determined. At 1406, a first message and a
second message, wherein each of the first message and the
second message includes information respectively indicat-
ing that the first buffered data and the second buffered data
are to be sent from the communication device, are generated.
At 1408, the first message is transmitted to the communi-
cation terminals of the first group and the second message is
transmitted to the communication terminals of the second
group at least partially at the same time.

The terms “simultaneously addressing”, “communication
terminal”, “wireless communication network”, “divided”,
“group(s)”, and “message” are as defined above. For
example, the communication terminal at 1402 may be the
communication terminal 1208, 1210, 1300; the message at
1406 may be the first message 1218 or the second message
1220, or the message 1304; and the group at 1404 may be
the first group 1212 or the second group 1214, or the group
1312 of FIG. 12 and FIG. 13, respectively.

In various embodiments, the method 1400 may further
include dividing the plurality of communication terminals of
the wireless communication network into G groups based on
the geographical locations with respect to the communica-
tion device, wherein each of the first group and the second
group is one of the G groups.

In one embodiment, determining the first group to which
the first communication terminal belongs and the second
group to which the second communication terminal belongs
may further include determining based on a quality mea-
surement of a first signal received from the first communi-
cation terminal and a quality measurement of a second
signal received from the second communication terminal.

In another embodiment, determining the first group to
which the first communication terminal belongs and the
second group to which the second communication terminal
belongs may further include determining based on a first
feedback signal received from the first communication ter-
minal and a second feedback signal received from the
second communication terminal; and wherein the first feed-
back signal comprises information indicating a first signal
quality measurement by the first communication terminal
and the second feedback signal comprises information indi-
cating a second signal quality measurement by the second
communication terminal.

In these embodiments, the quality measurement of the
first signal, the quality measurement of the second signal,
the first signal quality measurement, and the second signal
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quality measurement may be performed during an associa-
tion process or during normal operation.

As used herein, the terms “quality measurement” or
“signal quality measurement” refers to a measurement made
to a signal in order to determine the quality of the signal.
“The term “quality” may be mainly decided by the fre-
quency of transmission and the characteristics of the trans-
mission media. Transmission range, transmission power
level, throughput or coverage, or connectivity may also
determine to the quality of the signal.

In one embodiment, transmitting the first message to the
communication terminals of the first group and the second
message to the communication terminals of the second
group at least partially at the same time at 1408 may include
transmitting the first message to the communication termi-
nals of the first group using a first transmission signal and
the second message to the communication terminals of the
second group using a second transmission signal at least
partially at the same time.

In another embodiment, transmitting the first message to
the communication terminals of the first group and the
second message to the communication terminals of the
second group at least partially at the same time at 1408 may
include transmitting the first message to the communication
terminals of the first group and the second message to the
communication terminals of the second group using a third
transmission signal at least partially at the same time.

As defined above, the first message and the second
message may be the same and each of the first message and
the second message may be a beacon message.

At 1408, transmitting the first message to the communi-
cation terminals of the first group and the second message to
the communication terminals of the second group at least
partially at the same time may include transmitting a plu-
rality of the messages via A antennas simultaneously for G
groups.

The method 1400 may further include receiving the
message for each of the G groups.

The received messages (y) at the G groups may be
determined based on

y=1Ix

wherein T is a GxA beamforming matrix, x is a Ax1 vector
corresponding to the transmitted messages, and y is a Gx1
vector corresponding to the received messages.

As used herein, the term “beamforming” describes the
application of beamforming coefficients (or interchangably
referred to as weights) to spatial domain signals before
transmitting the signals.

Various embodiments may be provided as described in a
set of exemplary schemes (or addressing mechanisms) that
supports addressing of multiple communication terminals in
the wireless communication network.

In various exemplary schemes, an (information element)
IE addressing method may be described and addressing any
arbitrary STAs within one beacon may be possible. The
addressing scheme may divide the 6000 STAs into several
groups and may introduce new IEs in the beacon message.
The addressing flexibility of the scheme may depend on the
amount of signaling, or the number of IE bits introduced.
Multi-TIM Encoding

As discussed above, if new [Es are introduced, it may not
be necessary to follow the format of the TIM in the current
IEEE 802.11 specification. In fact, the current TIM format
may also be changed to support more efficient encoding
method. An efficient encoding method may often depend on
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the characteristics of the TIM. For different TIM character-
istics, different encoding schemes may be used.

To support multiple TIM definitions, the method for the
STA to interpret the TIM may be predefined and specified in
the beacon. Specification of the definition may be implicit or
explicit. In the former case, the STA may determine the
decoding method based on the IEs received. In the latter
case, the AP may specify the definition used for encoding
explicitly in the beacon. For example, if M bits are used to
specify the TIM definition 1500, a maximum of 2* TIM
definitions may be supported, as illustrated in FIG. 15,
where M=2 in the TIM type field 1502.

The AP may choose the most efficient (or appropriate)
method to encode the TIM 1504 and indicate the method in
the M bits (i.e., under the TIM type 1502). For example,
when only a few TIM bits are set and they are sparse, it may
be more appropriate and direct to broadcast the AIDs 1506
directly where AIDs are represented in binary forms with a
predetermined length (e.g. AID 3=0000000000011 for a
13-bit length) instead of using the bitmap (i.e., TIM type=11
1508). When the TIM bits are grouped into several clusters
1510, the dynamic grouping method (i.e., TIM type=01
1512) as described herein may be used instead. The TIM bits
may also be indicated in a group indicator map 1514 for the
TIM 1516 (ie., TIM type=00 1518). In grouping, the
number of groups G 1520 may be indicated. To compress the
TIM definition, a TIM control 1522 may be used to perform
inverse encoding on the bitmap 1524 (i.e., TIM type=10
1526).

TIM Encoding with Sign Bit

When the TIM type=10 1526 (FIG. 15), the sign of the
TIM may be flipped to support efficient compression. For
example, long strings of zeros bits in the bitmap offset may
be compressed. When there are long strings of set bits in the
bitmap, the sign of the bitmap may be flipped and the TIM
may be compressed. One example is illustrated as follow:—

Original bitmap: 1111 1111 1001 0011

Current TIM encoding: Offset=0

Bitmap length=16 (same as original bitmap)
Flipped bitmap: 0000 0000 0110 1100
TIM encoding with sign bit: Offset=2 bytes, sign=1
Bitmap length=8 Bitmap: 0110 1100
where the sign bit is set to 1 to indicate that the bitmap is
flipped and the encoding method (i.e., when TIM type=10
1526 (FIG. 15)) is used. In this case, by adding an additional
sign bit, the bitmap length is observed to reduce to half of
its original length.

It should be appreciated that bit flipping or inverse
encoding is not only limited to TIM type=10, and it may be
applied to most cases when a bitmap is used, such as when
TIM type=00 or 01 (1518, 1512 of FIG. 15).

Addressing Multiple STAs Using GID

In its basic form, the additional IE may be used to indicate
group ID (GID). The GID-based method may group, for
example, 6000 STAs into G groups with each group con-
taining N STAs. G and N should satisfy G-N=6000 (e.g.,
G=3, N=2000).

In this example, the STA first sends an Association
Request to the AP. The STA may indicate its preferred
grouping option here. Otherwise, it is left to the AP to decide
group assignment. If grouping is determined by the AP, no
change in the Association Request frame format is needed.

The AP replies with Association Response, where the
reserved AID values from 2008 to 6000 are used to for
extended AID. The AID uses the 14 least significant bits
(LSB), and Bit 14 and Bit 15 (the two most significant bits
(MSB)) are both set to 1.
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The GID is implied in the extended AID as follows:—

GID=mod(AID ) o)

where mod(x,y) is the modulus after division of x by y. The
GID is used in the beacon together with the TIM to support
up to 6000 STAs. N is the predefined number of STAs in
each group.

For comparison, the STA may refer to the communication
terminal 508, 900 and the AP may refer to the communica-
tion device 500, 906 of FIG. 5 and FIG. 9, respectively.

The PS-Poll procedure with the GID-based addressing
method may work as follows:—

The AP broadcasts a beacon where an additional IE needs
to be added to indicate the GID. Only the STAs whose GID
(GID_sta) is the same as the AP’s broadcasted GID
(GID_ap) are addressed by this beacon. The TIM in the
beacon interprets similarly as for the current IEEE 802.11
specification except that now the bitmap corresponds to AID
of the eligible STAs whose GID_sta is equal to the AP’s
broadcasted GID_ap. In other word, the STA needs to
compare the following two broadcasted parameters with its
local calculations:—

GID_ap=mod(AID_sta,N) 2)

Bit_set_in_TIM=rem(AID_sta,N) 3)
where the function rem(x,y) denotes the remainder of divid-
ing X by y.

STAs who meet both criteria above, each sends a PS-Poll
message to the AP. The AID field uses reserved value to
support AIDs from 1 to 6000. If the AP’s broadcasted GID
does not equal to the STA’s GID, the STA only synchronizes
and goes to power saving (PS) mode.

An example of the operation of PS-Poll process is shown
in FIG. 16, where G=3 and N=2000. The GID value in the
first beacon is 0, which means that STAs whose AID ranges
from 1 to 2000 are addressed. The Bit 11 in TIM is set.
Hence the STA whose AID is 11 will send PS-Poll to the AP,
while the STA whose AID is 4011 will only synchronize and
go to PS mode. The AP immediately delivers the buffered
data. The STA will wake up to check the next Beacon. In the
second Beacon, the GID is 1 and the Bit 11 in TIM is also
set to address the STA with AID 2011. The STA will send
PS-Poll to AP to get the buffered data. The AP delivers the
buffered data in a later time.

If the GID sequence is pre-determined, the STA may
predict when to wake up to check its buffered data based on
the current received GID. In this way, it does not have to
listen to every beacon and therefore is able to achieve larger
power-saving. Assume that the GID sequence repeats as
GID=0, GID=1, GID=2 . . . . In the example shown in FIG.
16, if the STA with AID 4011 detects that the current GID
is 0, it knows that the beacon after next is dedicates to it
(GID=2), and it may skip the next beacon (GID=1) and only
wake up at the beacon whose GID=2.

The PCF with the GID based method may work as
follows:—

Once the AP contends and wins the channel, it may start
the PCF process. The AP broadcasts a beacon message
including TIM and GID. Upon reception of the beacon, STA
checks based on Eqns (2) and (3). If Eqn (2) is not satisfied,
STA synchronizes and goes to PS mode. If Eqn (2) is
satisfied and the STA has uplink data, the STA stays in active
mode. If both Eqns (2) and (3) are satisfied, the STA stays
in active mode to received downlink data. The AP polls
active STA in turns. The PCF process is illustrated as shown
in FIG. 17.
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One example of the operation of PCF is shown in FIG. 18,
where G=3 and N=2007. In the first beacon, the GID is 0 and
Bit 11 in TIM is set to 1. The STA with AID 11 stays in active
mode and wait for the AP to deliver buffered data. The AP
may also piggyback the contention-free poll (CF-Poll) mes-
sage at the data to poll the STA for uplink data. For STA with
AID 2018, although the corresponding TIM bit is set (i.e.,
Bit 18 in the TIM is set to “1”), the GID is O instead of 1.
Hence the STA is not eligible and it synchronizes and goes
to PS mode. The STA with AID 2018 is active at the next
beacon, where GID is 1. For example, Bit 11 of TIM is not
set, which means that the AP does not have downlink data
to the STA. However, the STA now has uplink data for the
AP, so it stays in active mode and sends uplink data to the
AP upon reception of a CF-Poll message from the AP.

In the third beacon, the AP has no downlink data for the
STA and the STA does not have uplink data either. Hence the
STA simply synchronizes and goes into PS-mode.

The additional (new) IE based addressing method may be
more dynamic. For example, instead of adding an IE for
GID, two IEs similar to the current TIM may be added, as
shown in FIG. 19. The three TIM IEs used together may
support simultaneous addressing of up to 6000 STAs with
one beacon. The bitmap control field contains the offset of
the partial virtual bitmap. The maximum length of each
partial virtual bitmap is 2007 bits. During association, the
STAs are assigned AID from 1 to 6000. If the assignment of
AlDs to each IE is fixed, the first partial virtual bitmap may
cover AID 1 to 2007, the second bitmap may cover AID
2008 to 4014, and the remaining AIDs may be covered by
the third bitmap. Alternatively, the assignment can be made
more uniformly such that each TIM IE covers 2000 STAs.
Addressing Multiple STAs with Encoding Schemes

The assignment of AIDs covered by each IE may be
dynamic by introducing new TIM definitions or encoding
schemes. Support for new/multiple TIM definitions are
described hereinabove. The additional IEs do not necessarily
need to follow the format of TIM IE in the current specifi-
cation, and may be made more compact and efficient.

For example, if the set bits in TIM may be grouped into
G clusters and the G bitmaps are short enough so that they
may be combined into a single TIM IE, an additional IE
format may be introduces as shown in FIG. 20. The first field
indicates the total number of groups (G) in the subsequent
bits. Hence the subsequent bits are divided into G segments.
Each segment contains a bitmap control field, a length field,
and a partial virtual bitmap field. The bitmap control field
indicates the offset of the subsequent partial virtual bitmap.
The length field indicates the total number of bits of the
segment so that the STA can find the starting bits of the next
segment. The partial virtual bitmap works the same as the
current TIM definition, but covers a smaller range of AIDs.
For example, the format shown in FIG. 20 may refer to the
format when TIM type=01 1512 (FIG. 15). Various modi-
fication will be apparent to those skilled in the art. For
example, the partial virtual bitmap for each cluster/segment/
group may also be replaced by the other encoding methods,
for example, various methods as described herein.

If ambiguity is allowed in addressing, the IE may be made
more compact as shown in FIG. 21. The first field is fixed
length and indicates the number of groups (G). The subse-
quent group indicator map (GIM) field is a bitmap with G
bits. GIM indicates whether the STAs of the corresponding
group are eligible to decode the subsequent TIM. If the GIM
bit is set, the corresponding STAs in the group continues to
decode the subsequent TIM. If the GIM bit is zero, the STA
does not decode the subsequent TIM and goes to PS mode.
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The subsequent N bits constitute the TIM bitmap and have
the same interpretation. For example, the format shown in
FIG. 21 may refer to the format when TIM type=00 1518
(FIG. 15).

Addressing Multiple STAs Using Beacon Interval

The beacon interval (BI) based addressing method works
by dividing the STAs into, for example, three groups. At
each beacon period, only one group with a maximum of
2007 STAs is addressed. The grouping may also be gener-
alized to G groups with N STAs each. Using this approach,
no change of current frame format is needed and no addi-
tional resources such as BSSID or additional signaling is
needed. However, each beacon may only address STAs in
one group and additional processing may be needed at the
STA to calculate the group ID.

The association process may be similar to the method as
described above. The STAs first send Association Request to
the AP. The AP assigns an AID value to the successfully
associated STA via the Association Response. The reserved
AID values are used to support AID range from 1 to 6000.
At the STA, the GID is interpreted same as in Eqn (1) where
N=2007.

For comparison, the STA may refer to the communication
terminal 508, 900 and the AP may refer to the communica-
tion device 500, 906 of FIG. 5 and FIG. 9, respectively.

When there is data buffered for PS STAs, the AP indicates
the pending traffic via the TIM IE in the beacon. There is no
change in the beacon frame format (as in Table 3). The STA
extracts two parameters from the beacon, namely, the Time-
stamp (as seen in order 1 of Table 3) and the Beacon Interval
(BI) (as seen in order 2 of Table 3). The Timestamp is used
to update the local Time Synchronization Function (TSF) at
the STA.

The STA may infer the GID_ap based on TSF and BI as:

GID_ap=remainder(mod(TSF,BI),G) 4

One example of the BI based address method is shown in
FIG. 22 where G=3. The Bl is initially 100 time units (TU).
However, the AP may not be able to send the beacon at
exactly 100 TU interval due to channel occupation. Hence
beacon transmission may be delayed due to the contention-
based channel access mechanism to transmit the beacon.

The STA compares the GID_ap with its local GID calcu-
lated from Eqn (1). If they are identical, the STA is in the
eligible group and may check the TIM bits. If the GID value
broadcasted by AP does not match the STA’s local GID, the
STA is not the intended recipient of TIM. Hence the STA
synchronizes and goes to PS mode. If the TIM bit of the
eligible STA is set, the STA sends a PS-Poll message via
DCEF. The operation of PCF for PS STA is shown in FIG. 23.

Due to the uncertainty in beacon transmission time and
non-idealities such as clock drift, the GID calculation in Eqn
(4) may be adjusted at the STA.

One example of adjustment of beacon delay is as fol-
lows:—

If: rem(TSE,BI)<a*BI
GID=rem(mod(TSF-B*BI,BI),3)
Else: GID=rem(mod(TSE,BI),3) (5)
where o and [ are adjustment parameters in the interval
[0,1].

The comparison of BI based addressing methods with

adjustment in Eqn (5) and without adjustment is shown in
FIG. 24, where a=0.1 and $=0.5.



US 9,485,714 B2

25

In FIG. 24, at the first beacon, GID=0 for both cases with
and without adjustments, and TSF=91. At the second bea-
con, GID=2 for the case without adjustment, while GID=1
for the case with adjustment; and TSF=201. At the third
beacon, GID=0 for the case without adjustment, while
GID=2 for the case with adjustment; and TSF=303.

Alternatively, the AP may also adjust the Timestamp
value in the transmitted beacon so that the calculated GID at
the STA is always the same as desired.

Besides adjusting the parameters for calculation, the bea-
con frame transmission may be enforced such that it is
always transmitted with high priority, or even at guaranteed
BI. Priority may be ensured by smaller contention window
size and shorter inter-frame spacing time.

An example of how BI based addressing method works in
PS-Poll process is shown in FI1G. 25. The function f(TSF, BI)
is as shown in Eqn (4). The first beacon addresses STA 1,
which is implied in the TSF and BI. STA 2, after calculation
of Eqn (4), synchronizes and goes to sleep after receiving the
first beacon. It wakes up for the second beacon.

An example of how BI based addressing method works in
PCF is shown in FIG. 26. The function f(TSF, BI) is as
shown in Eqn (4). Eligible STA stays in active mode if it has
uplink data or its TIM bit is set.

Spatial Method of Addressing Multiple STAs

Various embodiments relates to methods of addressing
multiple devices for a wireless communication system, more
particularly, to method of addressing efficiently a number of
arbitrary devices, method of addressing efficiently a number
of arbitrary devices within a group of devices and a method
of grouping and addressing devices geographically and
spatially in a wireless communication system, such as wire-
less local area network communication (WLAN) standard.

In a spatial grouping method in accordance with various
embodiments, the STAs associated with AP may be divided
into several groups using multiple antenna techniques or
sector antennas. One or more additional (new) Information
Elements (IEs) may be introduced in the beacon messages.

For comparison, the STA may refer to the first commu-
nication terminal 1208 or the second communication termi-
nal 1210, or the communication terminal 1300 and the AP
may refer to the communication device 1200, 1306 of FIG.
12 and FIG. 13, respectively.

In its basic form, an additional IE may be used to indicate
group ID (GID). Similar to other GID-based methods as
described above, the associated STAs may be grouped into
G groups with each group containing N STAs. For example,
G=3, N=2000 may address 6000 STAs in the same AP. The
numbers of STAs in the groups in general may not be
necessarily equal to one another. For example, Group 1 may
have N1 STAs and Group 2 may have N2 STAs, where N1
and N2 may be different.

For example, in the method, the AP divides STAs into G
(G=2) sectors and broadcasts TIM for STAs within each
sector simultaneously. A minimum of G sectorized antennas
are used. Alternatively, a more advanced transmit beam-
forming antenna system may be used to form G fixed or
dynamically or semi-dynamically changed beams at the
same time. The STAs in each sector only hears their own
beacon/TIM due to the physical location and the directivity
of the signals from the AP. The operation of multiple
antennas may be transparent to the STAs. An arbitrary
number of STAs up to the maximum number assigned to a
sector may be addressed using this method. Addressing of
multiple sectors may be done concurrently. Hence there is no
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addressing delay. Use of multiple antennas has the advan-
tages of, for example, range extension and interference
reduction.

One example of spatial division based addressing method
is shown in FIG. 27. In FIG. 27, the coverage area 2700 of
the AP 2702 is divided into three sectors 2704, 2706, 2708.
The geographical areas of various sectors do not have to be
equal. In the example, the 22nd STA 2710 in Group 0 2704
is paged in TIM (denoted TIM=22), while the 21st STA 2712
in Group 1 2706 is paged (denoted TIM=21). The TIMs are
encoded properly into the transmitted data streams such that
STAs (for example, STA 2710) in Group 0 2704 detects
Group 0 beacon with TIM=22 and STAs (for example, STA
2712) in Group 1 2706 detects the Group 1 beacon with
TIM=21. Hence STAs in each sector may be addressed
unambiguously.

The STAs in the example are clustered based on their
locations. The clustering of STAs may be done during
association by the AP. In one mode, the assignment of STA
to sector is determined based on AP’s signal measurement.
In another mode, the assignment is determined based on
STA’s signal measurement and feedback to the AP.

Ifthe AP operates in the mode that it receives signals from
the G sectors simultaneously, the AP is able to determine
which sector the STA belong to, e.g. by finding the sector
with the strongest received STA power, when the STA sends
an Association Request to the AP.

An example of how the AP determines the sector assign-
ment of a STA is shown in FIG. 28, where the AP operates
two sectors and is able to receive simultaneously signals
from the two sectors. FIG. 28 only uses two-sector operation
for illustration. In more general form, the AP may operate G
sectors simultaneously and receive signals from the G
sectors simultaneously.

In FIG. 28, the AP broadcasts beacons to all the sectors.
The content of the beacon may be identical for all the
sectors, or it may be sector-dependent. Sector dependent
beacon may contain TIM addressing the STAs belonging to
the beacon sector only.

In FIG. 28, the beacon may be broadcasted omnidirec-
tionally to all the sectors, or it may be broadcasted to each
sector independently and simultaneously. Upon receiving
the beacon, unassociated STAs transmits Association
Request to the AP. Depending on the channel sensing
capability, a STA in one sector may/may not be able to hear
the transmission of a STA in another sector. FIG. 28 illus-
trates the case when the STA in sector 1 transmit the
Association Request first. This may either be that the STA
contends and wins the channel or that scheduling is per-
formed by the AP, e.g. through a beacon or other scheduling
messages received. As the AP listens to the transmission
from each sector simultaneously, the Association Request is
received by the respective antennas for sector 1. In reality,
the Association Request may be received by antennas cor-
responding to more than one sector, and the AP may decide
on which sector to associate the STA to. For example, the AP
may assign the STA to the sector that receives the strongest
signal. Similarly, when the AP receives the Association
Request from sector 2 (or the strongest signal is received
from sector 2), the AP assigns the STA to sector 2.

The STA clustering may not necessarily be done during
association only. The AP may operate in the mode to receive
signal simultaneously from all sectors and determine the
assignment of STA to a sector based on the metric (e.g.
signal strength) of the uplink transmission of the STA. The
AP may also transmit other control/data signals to the STA
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individually or broadcast/multicast to multiple STAs and
receive feedback from the STA later.

In cases where the AP operates in a mode that it only
receives signals from one sector at one time, the AP may
broadcast G beacons for G sectors simultaneously and the
AP determines a STA’s sector by evaluating the STA’s
feedback after the STA receives one of the G beacons. This
operation is described as shown in FIG. 29, which only uses
two-sector operation for illustration. In practice, the AP may
operate G sectors simultaneously and transmit different
signals to the G sectors simultaneously.

FIG. 29 shows that the AP broadcasts different beacons to
each sector. The beacons for G sectors are transmitted
simultaneously (or within small delay such that the signals
would be overlapped if using omni-directional antennas).
The beacon to each sector contains some form of signature
like the sector ID (or GID as denoted in FIG. 29). The STA
transmits feedback signal to the AP with the sector ID
received. When more than one beacon are received, the STA
determines its sector (e.g., by choosing the beacon with the
strongest received signal) and feedbacks the sector ID to the
AP. The feedback may be conveyed in the Association
Request frame, or other uplink frames.

In FIG. 29, the AP transmits beacon with GID=1 to sector
1, and beacon with GID=2 to sector 2. The STA feedbacks
the GID contained in the strongest beacon received. The
STAs may either transmit feedback simultaneously (as
shown in FIG. 29) or consecutively scheduled by the AP or
based on the CSMA mechanism.

The assignment of AID is such that the STAs well-
separated in the angular domain share the same AID. For
example, if G=3 and the AID ranges from 1 to 2000,
3x2000=6000 STA may be addressed simultaneously.

The data streams or control signals from AP to STA for the
A (A antennas may be designed such that the received signal
at each STA is the same as the intended signal transmitted by
a single antenna.

One example achieving this is shown in Eqn (6) below:

Ix=y 6

where T is the GxA beamforming matrix, x is a Ax1 vector
corresponding to the transmitted signal, and y is the intended
signal vector at the three sectors.

The beamforming matrix T is designed such that data
streams/three beacons/TIMs for the three sectors may trans-
mitted simultaneously and the STAs within each sector only
receives its corresponding TIM.

Operation Examples

An example of the operation with beacon transmission is
shown in FIG. 30. In FIG. 30, STAs have already been
allocated with groups as described above. Beacons are
transmitted using omnidirectional antennas, i.e., without
using sectorized antennas.

In the first beacon, the 21 STA in group 0 (or sector 0)
is paged in the TIM, and the 22"¢ STA in group 1 (sector 1)
is paged. No STA in group 2 is paged, e.g., a concerned 31st
STA is not paged for illustration in FIG. 30. Hence the STA
with AID 21 in group 0 (STA 1 in FIG. 30) and the STA with
AID 22 in group 1 (STA 2 in FIG. 30) know that they are
paged after receiving the beacon and send PS-Polls to the
AP. The AP designs the downlink data streams such that
each STA receives its respective data.

In the second beacon, STA 1 and STA 2 are not addressed.
Hence they go to PS mode. Only STA 3 who is paged sends
the PS-Poll to poll downlink data from the AP.
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Another example of the operation of PS-Poll is shown in
FIG. 31, where the AP transmits sector-specific beacon that
contains the TIM for STAs within the same sector. For the
two sector (G=2) operation, the AP transmits a beacon with
sector specific TIM (TIM 1 and TIM 2 for sector 1 and sector
2, respectively). STAs in sector 1 receives TIM 1 and STAs
in sector 2 receives TIM 2. Paged STAs (with AID X in
sector 1 and AID Y in sector 2) transmits PS-Poll to poll the
downlink buffered data. Similar to FIG. 29, the STAs may
either transmit PS-Poll simultaneously (not shown in FIG.
31) or consecutively (as shown in FIG. 31) scheduled by the
AP or based on the CSMA contention based mechanism.

An example of the operation of PCF is shown in FIG. 32.

In the first beacon, the AP has buffered data for STA 1 and
STA 2. Hence both STAs stay active and wait for the AP to
deliver the data. Although the AP does not buffer any data for
STA 3, STA 3 has uplink data for the AP, so it also stays in
active mode and waits for the AP to poll its data. The
operation of each sector of STAs is independent of the other
sectors.

In the second beacon, as STA 1 and STA 2 have no uplink
data, nor their TIM bits are set, they synchronize and go to
PS mode and do not respond to CF-Poll. STA 3’s TIM bit is
set. Hence it stays in active mode and wait for the AP to
deliver the data.

The AP broadcasts the beacon where one or more addi-
tional (new) IEs need to be added to indicate GIDs. Only the
STAs whose GIDs (GID_sta) are in the AP’s broadcasted
GIDs (GID_ap) are addressed by this beacon. If the AP’s
broadcasted GID is not within AP’s broadcasted GIDs, the
STA goes to PS mode. The assignment of AIDs covered by
each IE may be dynamic by introducing new TIM definitions
or encoding schemes, for example, as described herein-
above. It should be appreciated that the additional (new) IEs
do not necessarily need to follow the format of TIM IE in the
current IEEE 802.11 specification, and may be made to be
more efficient.

In the context of various embodiments, the term “about”
or “approximately” as applied to a numeric value encom-
passes the exact value and a variance of +/-5% of the value.

The phrase “at least substantially” may include “exactly”
and a variance of +/-5% thereof. As an example and not
limitation, the phrase “A is at least substantially the same as
B” may encompass embodiments where A is exactly the
same as B, or where A may be within a variance of +/-5%,
for example of a value, of B, or vice versa.

While the invention has been particularly shown and
described with reference to specific embodiments, it should
be understood by those skilled in the art that various changes
in form and detail may be made therein without departing
from the spirit and scope of the invention as defined by the
appended claims. The scope of the invention is thus indi-
cated by the appended claims and all changes which come
within the meaning and range of equivalency of the claims
are therefore intended to be embraced.

What is claimed is:

1. A communication device of a wireless communication
network, the communication device comprising:

a memory; and

a processor coupled with the memory, wherein the pro-

cessor

generates a beacon message having a traffic indication
map (TIM) information element (IE), wherein the
TIM IE comprises a partial virtual bitmap field
comprising at least one cluster, and a bitmap control
field indicating the number of clusters in the partial
virtual bitmap field,
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determines for the at least one cluster information
indicating whether data is available in the commu-
nication device to be transmitted to a plurality of
communication terminals of the wireless communi-
cation network,

determines an encoding mode for the information
depending on the information and to encode the
information based on the encoding mode, wherein
the at least one cluster comprises the encoded infor-
mation and indicates the encoding mode; and

a transmitter, coupled with the processor, configured to

broadcast the beacon message to the plurality of com-

munication terminals corresponding to the at least one
cluster

wherein the encoded information comprises a first bitmap,

a first control field for the first bitmap, and information

about the group corresponding to a group identity

(GID), and

wherein the encoded information comprises:

a first part indicative of a number of groups (G) of
communication terminals of the wireless communi-
cation network; and

a second part including G segments, each segment
comprising a second bitmap and a second control
field for the second bitmap; and being associated to
the GID,

wherein the information about the group corresponds to
the first part and the second control field of the
second part; and wherein the first bitmap corre-
sponds to the second bitmap of the second part.

2. The communication device of claim 1, wherein the
processor determines the encoding mode based on the
number of bits in the information that is set, or a distribution
of the bits in the information that is set, or the number of
communication terminals that the communication device
intends to address, or the complexity level of decoding the
encoding mode, or any combination thereof.

3. The communication device of claim 1, further com-
prising a plurality of association identities (AIDs), by each
of which a communication terminal of the plurality of
communication terminals is identified.

4. The communication device of claim 1, further com-
prising a grouping determiner configured to divide the
plurality of communication terminals of the wireless com-
munication network into groups.

5. The communication device of claim 1, wherein for the
segment of the second part, the second control field com-
prises an offset value for the second bitmap.

6. The communication device of claim 1, wherein the GID
is determined based on a mathematical formulation of an
association identity (AID) of a communication terminal of a
group from the groups of communication terminals and the
number of communication terminals (N) in the group, as
given by

Modulus(AID of the communication terminal/N).

7. The communication device of claim 1, wherein the GID
is determined based on a mathematical function of a Time
Synchronization Function (TSF) of a communication termi-
nal of a group from the groups of communication terminals,
a beacon interval (BI) of the beacon message, and the
number of groups (G) of communication terminals, as given

by

Remainder(Modulus(TSE,BL)/G).
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8. The communication device of claim 1, wherein the
second bitmap is inversely coded depending on the second
control field.

9. The communication device of claim 1, wherein the first
bitmap is inversely coded depending on the first control
field.

10. The communication device of claim 9, wherein the
first control field or the second control field further com-
prises a sign bit configured to set to a first state indicating
that the first bitmap or the second bitmap is coded or to a
second state indicating that the first bitmap or the second
bitmap is inversely coded, the first state being different from
the second state.

11. A communication device of a wireless communication
network, the communication device comprising:

a memory;

a processor coupled with the memory, wherein the pro-

cessor

generates a beacon message having a traffic indication
map (TIM) information element (IE), wherein the
TIM IE comprises a partial virtual bitmap field
comprising at least one cluster, and a bitmap control
field indicating the number of clusters in the partial
virtual bitmap field,

determines for the at least one cluster information
indicating whether data is available in the commu-
nication device to be transmitted to a plurality of
communication terminals of the wireless communi-
cation network,

determines an encoding mode for the information
depending on the information and to encode the
information based on the encoding mode, wherein
the at least one cluster comprises the encoded infor-
mation and indicates the encoding mode; and

a transmitter configured to broadcast the beacon message
to the plurality of communication terminals corre-
sponding to the at least one cluster,

wherein the encoded information comprises a first bitmap,
a first control field for the first bitmap, and information
about the group corresponding to a group identity
(GID), and

wherein the information about the group comprises:

a part indicative of a number of groups (G) of com-
munication devices of the wireless communication
network, and
a group indicator map (GIM) field with G bits, each

of the G bits corresponding to

a group of communication terminals from the groups of
communication terminals; and

wherein the first bitmap is arranged to be decoded by
the group of communication terminals depending on
a state of the corresponding bit in the GIM field.

12. A communication terminal of a wireless communica-
tion network, the communication terminal comprising:

a receiver configured to receive from a communication
device of the wireless communication network a bea-
con message having a traffic indication map (TIM)
information element (IE), wherein the TIM IE com-
prises a partial virtual bitmap field comprising at least
one cluster, and a bitmap control field indicating the
number of clusters in the partial virtual bitmap field,
and wherein the at least one cluster comprises an
encoded information and indicates an encoding mode;

a processor coupled with the receiver, wherein the pro-
cessor
decodes the encoded information based on the encod-

ing mode, and
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determines based on the information whether the com-
munication terminal is to retrieve data from the
communication device,

wherein the beacon message is for a group of commu-
nication terminals; and wherein the communication
terminal is part of the group,

wherein the decoded information comprises a first bitmap;

and information about the group corresponding to a

group identity (GID),

wherein the decoded information comprises:

a first part indicative of a number of groups (G) of
communication terminals of the wireless communi-
cation network; and

a second part including G segments, each segment
comprising a second bitmap and a second control
field for the second bitmap; and being associated to
the GID,

wherein the information about the group corresponds to
the first part and the second control field of the
second part, and wherein the first bitmap corre-
sponds to the second bitmap of the second part.

13. The communication terminal of claim 12,

wherein the processor determines that the communication

terminal is to retrieve the buffered data from the com-
munication device if the GID and an association iden-
tity (AID) of the communication terminal respectively
match the GID and a bitmap address of the segment; or
determines that the communication terminal is to be in
the power saving mode if at least one of the GID and
the AID of the communication terminal fails to match
the GID and any bitmap address of the segment respec-
tively.

14. A method of simultaneously addressing a plurality of
communication terminals of a wireless communication net-
work, the method comprising:

generating a beacon message having a traffic indication

map (TIM) information element (IE), wherein the TIM

IE comprises a partial virtual bitmap field comprising at

least one cluster, and a bitmap control field indicating

the number of clusters in the partial virtual bitmap field;
determining for the at least one cluster information indi-
cating whether data is available in a communication
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device to be transmitted to the plurality of communi-

cation terminals of the wireless communication net-

work;

determining an encoding mode for the information
depending on the information and encoding the infor-
mation based on the encoding mode, wherein the at
least one cluster comprises the encoded information
and indicates the encoding mode; and

broadcasting the beacon message to the plurality of com-
munication terminals corresponding to the at least one
cluster,

wherein the encoded information comprises a first bitmap,

a first control field for the first bitmap, and information

about the group corresponding to a group identity

(GID), and

wherein the encoded information comprises:

a first part indicative of a number of groups (G) of
communication terminals of the wireless communi-
cation network; and

a second part including G segments, each segment
comprising a second bitmap and a second control
field for the second bitmap; and being associated to
the group identity (GID),

wherein the information about the group corresponds to
the first part and the second control field of the
second part; and wherein the first bitmap corre-
sponds to the second bitmap of the second part.

15. The method of claim 14, further comprising:

receiving from the communication device of the wireless
communication network the beacon message having
the TIM IE;

decoding the encoded information based on the encoding
mode;

determining based on the information whether the com-
munication terminal is to retrieve data from the com-
munication device,

wherein the beacon message is for a group of commu-
nication terminals of the plurality of communication
terminals; and wherein the communication terminal
is part of the group.
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